RETAINING WALL

CAP, KEY & DRAINAGE DETAILS

MORTAR OR CAST--
IN—-PLACE CON(,F*?E"YE

E OF
3 !NESH GRADE

VERTICAL REBAR

GROUT FILLED
BLOCK CELLS

HORIZONTAL REBAR
IN BOND BEAM
BLOCK

CAPFP DETAIL

SEE NOTE 1

(NOMINAL) KEY

KEY DETAIL

SEE NOTE 1

APPROX.

7 FEET MIN,
TO DAYLIGHT

TYPICAL

RETRS

- MO BUILDING SURCHARGE LOADS
ARE PERMITTED WITHIN A DISTANCE
EQUAL TO THE HEIGHT (H) OF
THE WALL

-4" DiA, DRAIN WITH 1/47 GALY. WIRE
MESH SCREEN, EITHER 8" OC MIN OR
ONE ROW OF OPEN HEAD JOINTS, SEE
NOTE 2.

12" WIDE GRAVEL BACKFILL ~ 17 MAX
CRUSHED ROCK WRAPPED IN APPROVED
FABRIC.

e
T INE OF UNDISTURBED

NATURAL SOIL

SECTION

NOTES:

AS SHOWN ABOVE.

1. ALL MASONRY WALLS MUST BE BUILT WiTH CAP, KEY AND DRAINAGE DETARS

2. A 4—INCH DIAMETER DRAIN MAY BE FORMED BY PLACING A BLOCK ON TS SIDE.
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